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Pro-Jet TX Reactive Inks


All purchases of PRO-JET TX reactive ink products are subject to FUJIFILM Imaging Colorant Inc.'s ("Fujifilm") standard terms of sale unless otherwise specifically agreed in writing.  Fujifilm does not warrant 
that these products will be suitable for any particular purpose, or that these products are compatible with all pre-treatment solutions or will achieve optimal results in all application conditions.  Each buyer is 


responsible to determine whether these products are suitable for any given need or purpose in any given instance.  Buyers of these products should follow printer manufacturer instructions and
recommendations involving all aspects of ink product use.


SAFETY NOTICE:  To ensure  the safe use of this product, refer to the product Safety Data Sheet (SDS). The SDS contains detailed information on the hazard classification, precautionary statements, chemical 
properties, toxicological information, shipping information as well as other pertinent safety information.


FUJIFILM, PRO-JET, and VALUE FROM INNOVATION are trademarks of FUJIFILM Corporation and its affiliates.  © 2018 FUJIFILM Imaging Colorants Inc. and its affiliates.  All rights reserved.


Cover images represent simulations of ink textile application.


FUJIFILM IMAGING COLORANTS, Inc.
233 Cherry Lane


New Castle. DE 19720, U.S.A.
1-800-552-1609


www.Fuji�lmic.com


For more information regarding these products, contact ________________________
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print condition (cotton / silk)
The optimal conditions are:
  temperature: 20 - 25o C/68 - 77o F
  humidity: 40 - 60%
  image: 100% duty solid block image


washing off (cotton / silk)
rinse 5 min with cold water
soak for 20 min at 90oC/194oF with SYNTHRAPOL
rinse 5 min with cold water


fixation (cotton / silk)
  steam - 102oC/216oF - 12min
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Testing (and Optimal Printing) Conditions: 
Temperature 68-77 degrees F / 20-25 degrees C
Humidity 40-60%
Image 100% duty solid block image
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